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EFZE Safety boots S5 SRA

Technical specifications

Product’s description
Men’s safety boots / boots in line with safety class S5 according to ISO 20345:2011. The shoes are equipped 
with a steel toe cap that protects the toes and a steel piercing insert in the sole that allows you to work on 
the ground with sharp protruding objects. Thanks to the non-slip sole, the footwear is perfect for walking on 
uneven and slippery surfaces. On the other hand, antistatic properties guarantee safe use of shoes in both dry 
and wet environments.
Shoes recommended in the industrial, logistics, transport and construction industries. Perfect for outdoor 
works.

Characteristics
 . made in accordance with the standard specifying the requirements for safety footwear – ISO 20345:2011;
 . category of safety footwear with additional features for use at work – S5;
 . have anti-slip properties – SRA;
 . made of PVC material;
 . reinforced heel;
 . steel toecap for greater protection of the toes;
 . oil-protective sole;
 . have anti-electrostatic properties;
 . ensure energy absorption in the heel area;
 . steel insert to protect against punctures.

HT5K568-40 5902801289842 26,6 cm / 40

HT5K568-41 5902801289859 27,3 cm / 41

HT5K568-42 5902801289866 28 cm / 42

HT5K568-43 5902801289880 28,6 cm / 43

HT5K568-44 5902801289873 29,3 cm / 44

HT5K568-45 5902801289903 30 cm / 45

HT5K568-46 5902801289910 30,7 cm / 46

CAT. II S5 SRA
PVC PVC

STEEL STEEL


